$REF32%

$REF2Bs
$REF278

$REF38%
$REF29s

$REF23%
SREF22¢

SREF 258
" sREF24s8

$REF20%
$REFI9%

$REF18%
$REF17$

$REF15s
$REF143

SREFI0S
$REFA9s

SREF@5S
$REFB4s

GPLAN

3}});)gbfbh“mj;Oi;égﬁﬁﬂ'“ﬁ“ﬂ““mwnmmﬁ mtp,i_ﬁ,p .ugpﬁﬁgs.'HHHJ

S$REF13s
$REF12%

SREF28s
sREFQA7s

SREF@3s
SREF@2%

a perml/tted Iined munliclpal solld waste landflll. Contamlnatlon was encounrered
on Parcels I, 6, and 16 but was below EPA regulatory Iimits.

9. Conrracfor to provide proper condult and cabling to ensure that the resef lighting

Is functional. Thls willl! be pald for as parr of the cost of reseffing the Iighting standards.

I. ALLOWABLE MATERIALS ARE INDICATED

BY AN “X-.

AV e e e R o B
ORIDGETT -Nero . . : $SPENTABLES® | | CANDLER CSSTP-0007-00(143) 4 213 §
PROJECT SPECIFIC NOTES P —
_ _ _ . ' FOR COASTAL PLAIN REGION
I.Al'l driveways thalt are fto be reconstructed shall be replaced as follows:
Al'l driveways shall be paved to the rlght of way or to the tle-In polnt whichever CORRU-
ls further. Driveway relocations are shown from the best avallable data. c CORRUGATED STEEL | porioy PLASTIC
The Contractor shall construct new driveways to match the actual fleld locatlion 0 AASHTO M-36 Gyt
of existing driveways or as located In the plans. Commercial drives shall be 24 feet N 196
wide al the fhroar-unlessiofherwise noted In the plans. The Contractor shall obtaln. TYPE OF PIPE c AT R AT
the approval from the engineer prlor to maklng any revisons fto locatlon, wldth, INST ALLATION R .POLY- | POLY VINYL | POLY VINYL
and/or number of drives o be constructed. Required driveway easements nol! shown - E %ﬁ%? PLAIN PLAIN gﬁ? éﬁ%ﬂ% ‘ﬂﬂﬁf ‘ﬁﬁ%”
on the plans shall be acqulred. Drives shall be constructed using: - OWNER SERVICE T (TYPE 2) | ZINC | UNCOATED | ETHYLENE |  UNED | PROFILE | CORRUGATED)
| | | | _ w £ | Qpe | R | W) US| Y| | swoork
| o | ' | TYPE s | w304 | asTu F-949]
ASPHALT - RECYCLED ASPH CONC 12.5mm SUPERPAVE, 1%"(165 LB/SY) GEORG/A POWER ELECTRICAL BTy X | X | X
RECYCLED ASPH CONC [9mm SUPERPAVE, 2" (220 LB/SY) o
(Commercial ONLY) C/TY OF STATESBORO GAS ORGT DN WO
GRADED AGGREGATE BASE, 6 s| wrerstare anp wow- )( )( )( )(
| | CITY OF METTER SEWER 7 | TRAVEL BEARNG
CONCRETE- RESIDENTAL- DRIVEWAY CONCRETE, 6" THICK 0 AOT < 250 >< >< >< ><
COMMERCIAL - DRIVEWAY CONCRETE, 8" THICK CITY OF METTER WATER Z‘g |
: o ' ' . - GRADE
Access shall be'mainfained to driveways at all times during construction. PINELAND TELEPHONE CO-0P TELEPHONE ; g ¢ 107 | 250 < ADT < X X X X
A NOI Is required for this project. T COMCAST CABLE CABLE TV is 1500 ¢ aoT X X X X
4. All existlng dralnage pipes agre 1o be removed unless otherwlse noted on the plans é AT > 15
The cost for thls work shall be Included in the cost for Grading Complete. D 000 ><
5. Contractor is responsible for providing an environmenfa/ly approved borrow and i ADT < 250 >< )( ><
dlsposal slte. 1 | GRADE
_ N > Io%
= o - . ) ) AT > 250 >< >< ><
6 Conrracror shall mainfain positive dralnage throughout construciion of this project.
7. Clearing and grubbing should be Iimited to 10° from the construction I1mits except SIDE. DRAIN >< >< >< ><
where proposed drainage structures tie to existing ditches at the following statlon ranges:
| | ' | | PERMANENT SLOPE DRAIN X X >< X X X |
-Statlon 106+80 to Statfion 123+50 (LT) '
-Station 107+00 to Statlon [11+50 (RT) | PERFORATED UNDERDRAIN >< >< >< >< >< ><
8. Any contaminated soll excavated during construction must be disposed of at NOTES +

2. STRUCTURAL REQUIREMENTS OF STORM DRAIN PIPE WILL BE IN ACCORDANCE WITH GEORGIA STANDARD
1030-D OR 1030-P, WHICHEVER IS APPLICABLE, AND THE STANDARD SPECIFICATIONS.

3. GRADED AGGREGATE BACKFILL SHALL BE USED IN CROSS DRAIN APPLICATIONS FOR ALL PLASTIC PIPES
{ AASHTO M-294, HDPE PIPE, AASHTQ M~-304, PVC PIPE, ASTM F-949, PVC PIEP,

4. THE CONTRACTOR SHALL PROVIDE ADDITIONAL STORM SEWER CAPACITY CALCULATIONS IF A PIPE
MATERIAL OTHER THAN CONCRETE IS SELECTED.

5. PIPE USED UNDER MECHANICALLY STABILIZED EARTH (MSE) WALLS, WITHIN MSE WALL BACKFILL,
OR WITHIN FIVE FEET OF AN MSE WALL FACE SHALL BE CLASS V CONCRETE.

6. PROJECT SPECIFIC PH AND RESISTIVITY VALUES ARE ENTERED INTO THE RESPECTIVE BOXES ABOVE

TG DETERMINE ALLOWABLE PIPE MATER

1ALS.

ENVIRONMENTAL RESOURCES [IMPACT TABLE

tilities Protection Genter, Inc. RESOURCE_NAME / LocaT 0¥ ROLLING "
| | - CONSTRUCT I ON PERMITTED NTROLLIN SPECIAL COMMENTS INCLUDIN
{ ' ' | . ,' . 7FYFWE E"EG;IA”VIIVG; SﬂhA E"vi)lﬂug :;734 E;ILHS !“:7‘IV’ITWI 1N37'IV'ITW’ CT%J?[:;%§$),A G: 'FV?C"/I:;I()A, ANY FH;FNWI'T tEXTDIf{A7"IC”V £ZA7YES;
o | CONTRACTOR SHALL DIRECT QUESTIONS TO THE ENGINEER.
h i | - CONTRACTOR SHALL NOT AND THE ENGINEER SHALL CONTACT ENVIRONMENTAL
K“OW what's e ow' STREAM *1 STA 105+70 STA 106+25 | LEFT NONE ENCROACH ON STREAW *1 NONE NONE SERVICES IF NECESSARY FOR RESOUTION.
ca“ hefore you dlg | OR BUFFERS NO CONSTRUCTION ACTIVITY NECESSARY IN THE VICINITY

TEL: (678) 808-8800 FAX:(678) 808-8400

400 NORTHPARK TOWN CENTER
I000 ABERNATHY RD., N.E.
SUITE 900
ATLANTA, GA, 30328
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OFFICE OF TRAFFIC OPERATIONS

GENERAL NOTES SHEET

SR 23/121 FROW 1-16 TO LYTELL STREET |_(}(




